
             

 

 

              WRAPMATIC 160 WRAPPING SYSTEM 

 

 

 

 

 

 

                           Improves the Security & Presentation of Your Products 

What Does It Do? 

The Wrapmatic 160 is a new addition to the Wrapmatic range. It has been designed 

with careful attention to market requirements and provides the same unique 

features of the larger Wrapmatic systems, the main being it is FULLY ELECTRICAL 

and does not require compressed air to work.  

Enhanced with STRONG MECHANICAL, ELECTRONIC and TECHNOLOGICAL 

features, it can operate from both sides, thanks to its DOUBLE HATCH. The LPS 

Wrapmatic 160 represents a perfect blend of RELIABILITY, HIGH PERFORMANCE 

and VERSATILITY.  

Not only does the LPS Wrapmatic 160 use REDUCED ENERGY CONSUMPTION, 

but it also comes with many safety features.  The opening guards are fitted with a 

SAFETY MICRO SWITCH, Control logic with operator safety and a visible and 

acoustic machine stop alarm signal. 

Wrapmatic Features 

 Simple & functional design including operator friendly graphics 

 Servo assisted sealing bar 

 Micro-puncher kit with adjustable tensioning film 

 Full waste film winder alarm device 

 In/out-feed electronic port to interface additional in/out-feed belts 
 Motorised film opening triangles 
 Enlarged in-feed belt to aid loading operations 

 

Key Features  

Complete Automatic 

Check at the Start Up 

 

10 Language Touch 

Screen Display 

 

Belt Speed Adjustable by 

Inverter 

 

Machine on Wheels & 

Adjustable Feet  

 

Integrated & Moveable 

Film Roll Support 

 

2 Product Reading 

Photocells 

 

Possibility to Pack Single 

or Multiple Packages 

 

Anti-Static Belts  

 

Schneider Electric PLC & 

Touchscreen 



             

 

 

Machine Specifications 

 

  

 

 

  

 

 

 

 

 

 

 

 

 

 

 

Other Technical Features 

 Mechanical belts approaching “kissing belt” system allows passage of products to unitise small unstable 

or light products. 

  PTFE Treated sealing blade 

 Temperature adjustment of the sealing bar (separately by length and width) 

 Connectors for interfacing with supplementary unloading and loading belts 

 Motorised waste rewinder 

 7” colour touchscreen control panel 

 Electrical height adjustment of the triangles from touchscreen control panel 

 Piece counter (partial/life) 

 Machine on wheels with preinstalled adjustable feet  

 

 

Speed Up to 2800 Per Hr – Dependant on application 

Material Size Max 400mm (w) x 600mm (L) x 160mm (h) 

Sealing Bar Dimensions 640mm x 400mm 

Max Film Roll 300mm x 700mm wide 

Wrapping Film Types PE, HDPE, Polyolefin, Polyethylene & many others 

including bio-degradable 

Wrapping Film Thickness Up to 80 Microns – Minimum thickness by test 

Machine Dimensions (With Closed Hood) 2518mm (l) x 1240mm (d) x 1558mm (h) 

Machine Dimensions (With Open Hood) 2518mm (l) x 1696mm (d) x 1984mm (h) 

Machine Weight 573/714 kgs 

Power Single Phase V 230 

Safety Cover With Interlocking Switch 


