
What Does It Do?

The LPS FW160 is a fully electric flow wrapper packaging machine.
Designed to simplify as much as possible the maintenance and cleaning 
operations for the customer.

Thanks to the 3 high performance Brushless motors and its 7” Touch-
Screen panel, it will guarantee maximum versatility with format 
changes and therefore extreme simplicity in packaging operations.

It can package strapped product, max 160 mm, and can reach 80 
packages per minute. This packaging machine is a union of quality and 
technology, and it guarantees a high level of reliability.

This machine is suitable for packaging baked goods, sweets, chocolate 
bars, cereal bars, pharmaceutical products and much more.

The LPS FW160 packaging machine can be equipped with numerous 
optional features.

Options:

•	 Thermal printer
•	 Double sealing bar
•	 This optional feature makes it possible to double the speed 
            of the machine
•	 Loading belt extension
•	 Fixed forming device
•	 Zig zag blade
•	 Rotary printer
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   LPS FLOW WRAPPER FW160

Improves the security and presentation of your products

•	 3 Brushless Motors

•	 3 Digital Drivers 

•	 Product loader L 1400 mm 
with AISI 304 stainless 
steel contact plane with 
emergency stop at the end

•	 Lateral product guides that 
can be adjusted in width

•	 Transport flights with related 
hooks fastened to the chain, 
made of a food grade plastic 
material, with quick coupling 
and release

•	 Crumb collector casing 
under the loader, which can 
be opened for cleaning and 
inspection.

•	 Fixed or adjustable conveyor

LPS - PACKAGING MADE EASY

Key Features:
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Why Choose An LPS System?
As well as having a dedicated team of knowledgeable experts to offer advice 
and bespoke solutions to suit your mailing needs, we have a well-trained 
customer support team and highly skilled team of field engineers to support 
you after your purchase.

This reliable and efficient after-care support service is provided to ensure 
you get the most out of your purchase. We also offer a comprehensive range 
of technical support and service packages that cover both equipment and 
software. Our maintenance packages are an economical way to maximise 
performance and the longevity of your machine, overall resulting in peace 
of mind.

SPECIFICATIONS
Speed Up to 4800 items per hour-Speeds are dependant upon applications and 

operators 

Material Size Max L 500mm x H 75mm

Sealing Bar 
Dimensions

160mm

Max Film Roll 350mm diameter x 380mm wide

Max Product 
Weight

500g

Wrapping Film 
Thickness

Up to 80 microns - Minimum Thickness By Test

TECHNICAL INFORMATION
Machine 
Dimensions

(L)2200mm x (D)800mm x (H)1800mm

Working Height 800/950mm

Machine Weight 320kg

Power supply Single Phase 220VAC

Electrical power 2kW

Electric 
consumption

1.8kWh
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REEL HOLDER UNIT
•	 Reel holder installed on aluminium structure with 380 mm arm
          equipped with millimetric adjustment for film/conveyor 
          alignment and reel blocking. 

INFEED ROLLER UNIT
•	 Two sets of longitudinal sealing wheels, the first cold one for
           feeding and the second hot one for sealing.
•	 Static sealed edge folder
•	 Option of having automatic opening system for hot rollers. 

TRANSVERSE SEALING UNIT
•	 Sealing bars with a useful width of 160 mm
•	 Cutting blade dimensions 150 mm
•	 Option of having a double centre bar. 

ELECTRICAL PARTS
•	 1 Plc with Touch-Screen
•	 Integrated temperature regulator
•	 Potentiometer for speed adjustment
•	 High quality relays, circuit breakers and contactors. 

Technical Highlights:
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